LEFT HAND SHAFT SHOWN

1+

B

B A<-|

e e o o o o o o o o o olo o olo o o

s o o o] ° o o o

)

e e o o o o o o o o o o o o oflo o o

© o o oJ]e e o o o

© o o o o o o o o0 o o0 o o o o o o o o o e e

A

3" ROLLER CENTERS
DRIVE SECTION—

24" DRIVE

——"

OVERALL LENGTH

SECTION

——1 r— ROLLER CENTERS

° oo
° o9
o o of
° o of
° oo
° o9
o o of
° o of
° oo
° o9
o o of
° o of
° oo
° o9
o o of

£
°
°

° oo

K2
o
°

o o of

£
°
°

° oo

K2
o
°

o o of

£
°
°

° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

T oo
coa
coe

° oo

K2
o
°

o o of

WELDED END COUPLER
AT SECTION ENDS

SUPPORT
AS REQUIRED

° oo

T oo
coa
coe

° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

K2
o
°

o o of
© o of
° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

T oo
coa
oo

° oo

T oo
coa
coe

° oo
° o9
o o of

]

OVERALL WIDTH

INCLUDES CONVEYOR

ELEVATION
END COVERS—"]
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CENTER DRIVE, LEFT HAND SHAFT SHOWN.
RIGHT HAND SHAFT IS OPTIONAL.

SPECIFICATIONS

LENGTH: 24" - 1200"

SPEED: 20 - 180 FPM

BELT: Standard belt is 83A, 15Ib. capacity per roller. Optional high tension belt is
85A, 25 |b. capacity per roller. (Consult Factory for all high tension applications).

DRIVE: Standard drive is center chain drive. (Timing belt required over 120FPM).

MOTOR: 1/2 HP through 1-1/2 HP. Energy efficient and inverter duty motors also
available. Voltages include 120/1/60, 230/3/60, 460/3/60 and 575/3/60 & DC

ROLLER COVERS: Standard galvanized roller with precision ABEC bearings.

SUPPORT CENTERS: Standard supports are floor supports on 10’ centers.
Optional supports on 5’ centers. Ceiling supports are also available.

10 ga. Conveyor frame 7.50" x 1.50" x 10

ga. Both frames standard with bolt-In cross members, and welded end couplers.
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COUPLED LINE SHAFT
(GUARD NOT SHOWN)

FRAME FINISH: Standard finish is OSHA safety blue powder. Optional colors
include green, beige, gray, orange, black and yellow.

Model: LSLR19 - Line Shaft Straight Conveyor
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LOAD CAPACITY @ xx FPM (LBS)
X" ROLLER CENTERS, xx FT LENGTH

WIDTH
HP
15" 27" 39"
1/2 X X X
3/4 X X X
1 X X X
11/2 X X X
LOAD CAPACITY @ 30 FPM (LBS)
4" ROLLER CENTERS, 20 FT LENGTH
WIDTH
HP
15" 27" 39"
1/2 X X X
3/4 X X X
1 X X X
11/2 X X X

MAXIMUM LOAD PER LINEAR FOOT OF CONVEYOR IS
X POUNDS - NOT TO EXCEED CAPACITY ABOVE

Model: LSLR19 - Line Shaft Straight Conveyor
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